


Near Limit
76.2 mm
(3.00 in.)

Far Limit
101.6 mm
(4.00 in.)

Amber LED is ON
when an object is
within window

Green LED is ON
when power is applied

Deadband

0.0 mm
(0.00 in.)

Amber
LED

Erratic operation
within this range

Fixed Sensing
Window

BLK
(sink)

WHT
(source)

19.0 mm
(0.75 in.)

ON OFF

BLK
(sink)

WHT
(source)

BLK
(sink)

WHT
(source)

OFF

V+V+V+

Near Limit
76.2 mm
(3.00 in.)

Far Limit
101.6 mm
(4.00 in.)

Amber LED is ON
when an object is
within window

Green LED is ON
when power is applied

Deadband

0.0 mm
(0.00 in.)

Amber
LED

Erratic operation
within this range

Fixed Sensing
Window

BLK
(sink)

WHT
(source)

19.0 mm
(0.75 in.)

BLK
(sink)

WHT
(source)

BLK
(sink)

WHT
(source)

OFF

V+ V+ V+

ON

Example: Model No. SM600A-416-10Example: Model No. SM600A-416-00

ON

D

SHADED AREA
REPRESENTS THE
FIXED SENSING
WINDOW

PULSE
Dwo

DwiECHO

OBJECT

Near Limit Far Limit

interference and detect only the desig-
nated object. An object is detected when
it is at or within the fixed sensing win-
dow.

How does it work?
During setup and operation, these

SM600 series sensors continually and
accurately measure the elapsed time of
every pulse echo reception between
each pulse transmission. The transmit-
ted pulse begins a time clock to register
the elapsed times for the received pulse
echoes. Given the elapsed time, the
sensor software calculates the distance
traveled out to the object and back to
the sensor, using the formula,     D =
TVs/2, where: D = distance from the
sensor to the object; T = elapsed time
between the
pulse trans-
mission and
its echo re-
ceptions, Vs

= the velocity
of sound, ap-
proximately 1100 feet per second.

During operation, the calculated dis-
tance (D) between the sensor and the
object is compared to the distances be-
tween the sensor and the fixed window
limits.  These limits are shown in the il-
lustration as Dwi and Dwo.  If D is at or
within the fixed window limits, an output
change takes place and remains un-
changed until the echo either does not
return or it returns from outside the fixed
window limits.

As shown below, Hyde Park offers nor-
mally open (N.O.) or normally closed
(N.C.) (sinking and sourcing) output
models available for discrete on/off
sensing applications.

Electrical Wiring
Regardless of model style, the

wiring and conductor colors for the
Model SM600 series sensors are the
same.

* *

* For connector style, LED states are reversed
4-72

Normally Open Output
The sensor output is “On” with the object in the fixed sensing window.

Normally Closed Output
The sensor output is “Off” with the object in the fixed sensing window.

Model Reference Guide - SM600 SeriesModel Reference Guide - SM600 SeriesModel Reference Guide - SM600 SeriesModel Reference Guide - SM600 SeriesModel Reference Guide - SM600 Series
Use the guide below to ensure the correct model number is specified for the

application.  Please note that not all sensor model combinations are available.

S 00 -  61 2 -  A 0 0 6MS:LEDOM ELPMAXE
Ultrasonic Miniature Proximity Series
Power/Connection Type
0...12 to 24 VDC / cable style
5...12 to 24 VDC / “micro” connector style
6...12 to 24 VDC / “micro” connector style (output pins reversed)
Sensing Function
0...Proximity Style - no on/off delay

Design Level
A...Applies to all models

Sensing Range (Far Limit)
2...51 mm (2") 6...152 mm (6")
3...77 mm (3") 7...178 mm (7")
4...102 mm (4") B...254 mm (10")
5...127 mm (5")
Sensing Window (Distance from Far Limit to Near Limit)**
02...3.2 mm (1/8") 32...51 mm (2")
04...6.4 mm (1/4") 48...77 mm (3")
08...13 mm (1/2") 80...127 mm (5")
12...19 mm (3/4") 96...152 mm (6")
16...25 mm (1") OB...203 mm (8")
Functionality
00...Standard on/off, N.O. output
10...N.C. output

[Contact the factory for additional functionality options]

Housing Types
    ...No letter indicates standard ULTEM®  plastic -18 mm barrel housing

FP...ULTEM® flat-profile housing
S...SS303 stainless steel - 18 mm barrel housing

ULTEM® is a registered trademark of The General Electric Company.

**Not allowed inside the deadband. Deadband is 0.75" for ranges -7", and 1.25" for ranges > 7"

Field configurable and DeviceNet Model Reference Guides start on page 4-145.



GREEN LED

Sensing face

AMBER  LED

18 mm x 1 mm
Thread

DIA

65.00 mm
(2.550)

51.10 mm
(2.012)

18 mm

Barrel or Flat-profile
Style

Brn
+VDC

Blu DC
Com

Blk

Wht

NPN Sinking Output

PNP Sourcing Output

PNP

NPN

BROWN

BLACK

WHITE

BLUE

LOAD

INTERNAL EXTERNAL

LOAD

DC
Com

DC
(+)

Current
Limit

PNP / Sourcing
WHITE 2

BLUE 3
DC Com

1 BROWN
+ 12 to 24 VDC

4 BLACK
NPN / Sinking

Mounting
The Model SM600 series sensors

should be mounted in brackets that
allow them to be adjusted for proper
alignment.  Hyde Park offers the:
   Model AC226 stainless and
     polyamide conveyor-rail clamp/
     bracket set
   Model AC227 large, right-angle,
     stainless mounting bracket
   Model AC228 small, right-angle,
     stainless, mounting bracket
   Model AC231 straight, stainless,
     mounting bracket
   Model AC232 s-shaped, stainless,
     mounting bracket which are
     illustrated, with dimensions, on
Pages 4-74 and  4-75.

Cable Style Wire Assignments

Connector Style Pin Assignments

Sensing face

Blue
Black
Brown

12 mm x 1 mm
Thread

18 mm x 1 mm
Thread

White

65.00 mm
(2.550)

51.10 mm
(2.012)

18 mm

74.00 mm
(2.90)

18 mm x 1 mm
Thread AC117

Ref

GREEN LED

AMBER LED

Sensing face

DIA
18 mm

97.50 mm
(3.84) Ref

14.70 mm
(.580)

38.00 mm
(1.50)

Sensing face

18 mm x 1 mm
Thread

AC127
RefAMBER LED

DIA

105.66 mm
(4.16) Ref

18 mm

GREEN LED

GREEN LED

AMBER LED 4.20 mm DIA
[.165] (2x)
Mounting holesSensing face

13.79 mm
(.543)

30.00 mm
(1.182)

74.00 mm
(2.912)4.50 mm

(.177)
9.80 mm

(.386)

21.03 mm
(.828)

40.00 mm
(1.575)

24.05 mm
(.947)

16.25 mm
(.640)

93.00 mm
(3.66) Ref

GREEN LED

White

AC130
Ref

AMBER LED 12 mm x 1 mm
Thread

Brown
Black
Blue

4.20 mm DIA
[.165] (2x)
Mounting holes

Sensing face
13.79 mm
(.543)

30.00 mm
(1.182)

74.00 mm
(2.912)4.50 mm

(.177)
9.80 mm

(.386)

21.03 mm
(.828)

40.00 mm
(1.575)

24.05 mm
(.947)

16.25 mm
(.640)

115.5 mm
(4.55)

84.40 mm
(3.322)
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Outputs
NPN Sinking and PNP Sourcing

Dimensions
Barrel Cable Style
(ULTEM®

plastic and
stainless steel)
SM600A-XXX-XX,
SM600A-XXX-XXS

Barrel
Connector Style
(ULTEM®

plastic and
stainless steel)
SM650A-XXX-XX,
SM650A-XXX-XXS

“Flat-profi le”Cable
S t y l e ( U LT E M ®p l a s t i c )
SM600A-XXX-XXFP

“Flat-profile”
Connector Style
(ULTEM® plastic)
SM650A-XXX-XXFP
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Mounting Accessories

AC226 Stainless and polyamide conveyor-rail clamp/
bracket set (for 18 mm barrel sensors)

AC227 Large, right-angle, stainless,
mounting bracket (for 18 mm barrel
sensors)

YELLOW

CONNECTOR CIRCUIT
NPN-TYPE

4

3

2

1

WHITE
+BROWN

BLACK

- BLUE

4-POLE
FEMALE

CONNECTOR GREEN LED

AMBER LED

GREEN

38.0 mm
(1.50)

28.5 mm
(1.12) 14.7 mm

(.58)

1 2

34

88.9 mm
(3.50)

CLAMP
28 mm x 33 mm x 58.42 mm
(1.10 x 1.30 x 2.30)

BRACKET
6.3 mm x 25.4 mm x (89 mm or 127 mm)
(1/4 x 1.00 x [3 1/2 lg or 5.0 lg])

RAIL

58.42 mm
(2.30)

6.35 mm        (.250"        ) TYP.+.38
-0

+.015
-0

12.7 mm (.50")

12.70 mm (.500")

9.7 mm
(.38")

38.10 mm
(1.500")

2.3 mm
(.093")

57.2 mm
(2.25")

28.6 mm
(1.125")

50.8 mm
(2.00")

25.4 mm
(1.00")

18.52 mm (.729") DIA
18.14 mm (.714") DIA

4.78 mm        (.188"        ) TYP.+.38
-0

+.015
-07.92 mm (.312")

12.70 mm
(.500")

5.6 mm (.22") 17.48 mm
(.688")

39.7 mm
(1.56")

25.4 mm
(1.00")

28.6 mm (1.13")

14.3 mm (.56")

18.52 mm
(.729")

18.14 mm
(.714")

2.3 mm
(.090")

38.1 mm
(1.50")
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YELLOW

CONNECTOR CIRCUIT
NPN-TYPE

4

3

2

1

WHITE
+BROWN

BLACK

- BLUE

GREEN

4-POLE
FEMALE

CONNECTOR

AMBER LED

GREEN LED

STRAIGHT CONNECTOR HEAD
WOODHEAD SERIES 8032X

STRIP-BACK JACKET
AND FOIL 2"

HYDE PARK CABLE 
(2-cond.) 5m LONG, BLACK

BLACK REF.

12mm DIE-CAST ZINC,
EPOXY COATING (E COAT)

1 2

34

AC127 Straight, M12 micro, 4-conductor, connector/cable
assembly, 5 m (16'), with built-in LEDs (for barrel connector-
style sensors)

AC130     Straight, M12 micro, 4-conductor, connector/cable
assembly, 5 m (16') (for flat-profile connector-style sensors)

SHIELD NOT CONNECTED
AT CONNECTOR END

STRIP-BACK JACKET
AND FOIL 2"

HYDE PARK CABLE
(4-cond.) 5m LONG, BLACK

BLACK REF.

STRAIGHT CONNECTOR HEAD:
WOODHEAD SERIES 8032X

12mm DIE-CAST ZINC,
EPOXY COATING (E COAT)

BLUE

BROWN1
2

3
4 BLACK

WHITE

4-POLE
FEMALE

CONNECTOR

1 2

34

AC117 Right-angle,
M12 micro, 4-conduc-
tor, connector/cable
assembly, 5 m (16'),
with built-in LEDs (for
barrel connector-style
sensors)

AC228 Small, right-angle, stain-
less, mounting bracket (for 18 mm
barrel sensors)

AC132  Right-angle, M12 micro, 4-conductor,
connector/cable assembly, 5 m (16'), for flat-profile
connector-style sensors



General Specifications
Sensing

Ranges:
Up to 254 mm (10")

Spans:
From 3.18 mm (1/8") to 228.6 mm (9")

Window Position, Initial Accuracy:
± 1.59 mm (0.062") max.

Window Position Repeatability:
± 0.69 mm (0.027") max.

Detection benchmarks:
Models with ranges to 177.8 mm (7"):
   1.59 mm (1/6") diameter rod at a distance of
   63.5 mm (2.5")
   Max. ± 10o tilt of large flat object at a distance

       of 127 mm (5")
Models with ranges from over 177.8 mm (7") to
254 mm (10"):
   1.59 mm (1/6") diameter rod at a distance of
   76.2 mm (3")
   Max. ± 10o tilt of large flat object at a distance

       of 203.2 mm (8")
Sonic Frequency: 500 kHz
Sonic Cone Angle: 7o (see beam plots, page 4-64)

Power Requirements

Supply Voltage:
12 VDC to 24 VDC ± 10%, regulated supply

Current Consumption:
Cable Model: 50 mA max. (excluding load)
Connector Model: 60 mA max. (excluding load)

Power Consumption:
1 W max. (excluding load)

Output

NPN Sinking: 0 to 30 V
Maximum on-state voltage 0.2 volts @100 mA

PNP Sourcing: 100 mA @ 24 VDC, max.

Response Time

“On” 5 ms, “Off” 5 ms (standard)
“On” 2.0 ms, “Off” 2.0 ms (optional)

Indicators

Green LED: power “On”
Amber LED: “On” if object is detected within

the window, regardless of output polarity
(N.O./N.C.) style. Connector model using cable
with built-in LEDs: “On” if NPN output is low.

AC231 Straight, stainless mounting
bracket (for flat-profile sensors)

Outline of
Flat-profile series
4.20mm DIA
(4x)

(2.220)
56.40 mm

(.221)
5.64 mm

(1.575)
40.00 mm(.217)

5.50 mm

(3.110)
79.00 mm

(.920)
23.36 mm

(.828)
21.00 mm

(.291)
7.40 mm (1.440)

36.58 mm

(.281)
7.14 mm

(.390)
9.90 mm

(.108)
2.74 mm

Outline of
Flat-profile series
4.20mm DIA
(4x)

R 1.57mm
(.062)
TYP.

(2.220)
56.40 mm

(.221)
5.64 mm

(1.575)
40.00 mm(.217)

5.50 mm

(3.110)
79.00 mm

(.920)
23.36 mm

(.828)
21.00 mm

(.291)
7.40 mm (1.440)

36.58 mm

(.281)
7.14 mm

(.390)
9.90 mm

(1.00)
REF.

25.40 mm
(1.750)

44.45 mm

(.108)
2.740 mm

(1.500)
38.10 mm

AC232 S-shaped, stainless mounting
bracket (for flat-profile sensors)

4-75

Connections

Cable Style Models:
24 AWG, foil shield, lead-free, PVC jacket
4-conductor, 3 meters (10') long

Connector Style Models:
24 AWG, foil shield, lead-free, PVC jacket,
4-conductor, right-angle “Micro” style

Protection

Power Supply: current-limited over-voltage, ESD,
reverse polarity

Outputs: current-limited over-voltage, ESD,
over-current

Environmental

Operating Temperature Range:
0o to 60oC @ 12 VDC supply
0o to 50oC @ 24 VDC supply

Storage Temperature Range: -40o to 100oC
(-40o to 212oF)

Operating Humidity: 100%
Protection Ratings: NEMA 4X (indoor use only),
IP67
Chemical Resistance: Resists most acids and

bases, including most food products.

Agency Approvals

CE Mark: CE conformity is declared to:
EN61326:1997 (annex A, industrial) including
amendment A1:1998. EN55011 Group1 Class A.

Declaration of Conformity available upon request

Construction

Dimensions:
Barrel
Cable Model: 18 mm dia. x 1 mm threaded      housing x 65 mm (2.55") long
Connector Model: 18 mm dia. x 1 mm threaded
   housing x 102 mm (4") long, including
   connector/cable assembly
Flat-profile
Cable Model: 30 mm (1.182") H
   x 16.25 mm (0.640") W
   x  93 mm (3.66") L
Connector Model: 30 mm (1.182") H
   x 16.25 mm (0.640") W
   x 84.40 mm (3.322") L

Housing:

Transducer Face: Silicone rubber - gray
Sensor Cables:  Lead-free PVC jacket, black
   (Model AC117)
LED: Polycarbonate

*  ULTEM® is a registered trademark of  the

    General   Electric Co.

Accessories
18 mm Barrel Mounting Hardware and
Cables

Model AC117, Right-angle, M12 micro,
   4-conductor, connector/cable assembly, 5 m

(16') with built-in LEDs for barrel connector-
style prox sensors

Model AC127, Straight, M12 micro, 4-conductor,
  connector/cable assembly, 5 m (16') with built-

in LEDs for barrel connector-style prox
sensors

Model AC226, Stainless and polyamide
  conveyor- rail clamp/bracket set
Model AC227, Large, right-angle, stainless,
  mounting bracket
Model AC228, Small, right-angle, stainless,
  mounting bracket

Flat-profile Mounting Hardware and
Cables

Model AC130, Straight, M12 micro, 4-conductor,
  connector/cable assembly, 5 m (16'), for flat
  profile, connector-style prox sensors
Model AC132, Right-angle, M12 micro,
  4-conductor, connector/cable assembly,
  5 m   (16'), for flat-profile, connector-style
  prox sensors
Model AC231, Straight, stainless, mounting
  bracket
Model AC232, S-shaped, stainless,
  mounting  bracket

  See page 7-1 for accessory photos.
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    Shock and vibration resistant
Case: ULTEM®* plastic - (FDA Approved)

(SS303 stainless steel available only
               in 18 mm barrel-style)
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SM600 Series
Proximity
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Range                                    Window

Sensing

SM600A-201-00 ■ ■ 51mm (2")   1.6mm (1/16") ■ ■ ■

SM600A-201-00FP ■ ■ 51mm (2")   1.6mm (1/16") ■ ■ ■

SM600A-201-00S ■ ■ 51mm (2")   1.6mm (1/16") ■ ■ ■

SM600A-201-10 ■ ■ 51mm (2")   1.6mm (1/16") ■ ■ ■

SM600A-201-10FP ■ ■ 51mm (2")   1.6mm (1/16") ■ ■ ■

SM600A-201-10S ■ ■ 51mm (2")   1.6mm (1/16") ■ ■ ■

SM600A-208-00 ■ ■ 51mm (2")   13mm (1/2") ■ ■ ■

SM600A-208-00FP ■ ■ 51mm (2")   13mm (1/2") ■ ■ ■

SM600A-208-00S ■ ■ 51mm (2")   13mm (1/2") ■ ■ ■

SM600A-208-10 ■ ■ 51mm (2")   13mm (1/2") ■ ■ ■

SM600A-208-10FP ■ ■ 51mm (2")   13mm (1/2") ■ ■ ■

SM600A-208-10S ■ ■ 51mm (2")   13mm (1/2") ■ ■ ■

SM600A-212-00 ■ ■ 51mm (2")   19mm (3/4") ■ ■ ■

SM600A-212-00FP ■ ■ 51mm (2")   19mm (3/4") ■ ■ ■

SM600A-212-00S ■ ■ 51mm (2")   19mm (3/4") ■ ■ ■

SM600A-212-10 ■ ■ 51mm (2")   19mm (3/4") ■ ■ ■

SM600A-212-10FP ■ ■ 51mm (2")   19mm (3/4") ■ ■ ■

SM600A-212-10S ■ ■ 51mm (2")   19mm (3/4") ■ ■ ■

SM600A-216-00• ■ ■ 51mm (2")   25mm (1") ■ ■ ■

SM600A-216-00FP• ■ ■ 51mm (2")   25mm (1") ■ ■ ■

SM600A-216-00S• ■ ■ 51mm (2")   25mm (1") ■ ■ ■

SM600A-216-10 ■ ■ 51mm (2")   25mm (1") ■ ■ ■

SM600A-216-10FP ■ ■ 51mm (2")   25mm (1") ■ ■ ■

SM600A-216-10S ■ ■ 51mm (2")   25mm (1") ■ ■ ■

SM600A-301-00 ■ ■ 77mm (3")   1.6mm (1/16") ■ ■ ■

SM600A-301-00FP ■ ■ 77mm (3")   1.6mm (1/16") ■ ■ ■

SM600A-301-00S ■ ■ 77mm (3")   1.6mm (1/16") ■ ■ ■

SM600A-301-10 ■ ■ 77mm (3")   1.6mm (1/16") ■ ■ ■

SM600A-301-10FP ■ ■ 77mm (3")   1.6mm (1/16") ■ ■ ■

SM600A-301-10S ■ ■ 77mm (3")   1.6mm (1/16") ■ ■ ■

SM600A-308-00 ■ ■ 77mm (3")   13mm (1/2") ■ ■ ■

SM600A-308-00FP ■ ■ 77mm (3")   13mm (1/2") ■ ■ ■

SM600A-308-00S ■ ■ 77mm (3")   13mm (1/2") ■ ■ ■

SM600A-308-10 ■ ■ 77mm (3")   13mm (1/2") ■ ■ ■

SM600A-308-10FP ■ ■ 77mm (3")   13mm (1/2") ■ ■ ■

SM600A-308-10S ■ ■ 77mm (3")   13mm (1/2") ■ ■ ■

SM600A-312-00 ■ ■ 77mm (3")   19mm (3/4") ■ ■ ■

SM600A-312-00FP ■ ■ 77mm (3")   19mm (3/4") ■ ■ ■

SM600A-312-00S ■ ■ 77mm (3")   19mm (3/4") ■ ■ ■

SM600A-312-10 ■ ■ 77mm (3")   19mm (3/4") ■ ■ ■

SM600A-312-10FP ■ ■ 77mm (3")   19mm (3/4") ■ ■ ■

SM600A-312-10S ■ ■ 77mm (3")   19mm (3/4") ■ ■ ■

SM600A-316-00 ■ ■ 77mm (3")   25mm (1") ■ ■ ■

SM600A-316-00FP ■ ■ 77mm (3")   25mm (1") ■ ■ ■

SM600A-316-00S ■ ■ 77mm (3")   25mm (1") ■ ■ ■

SM600A-316-10 ■ ■ 77mm (3")   25mm (1") ■ ■ ■

SM600A-316-10FP ■ ■ 77mm (3")   25mm (1") ■ ■ ■

SM600A-316-10S ■ ■ 77mm (3")   25mm (1") ■ ■ ■

SM600A-332-00 ■ ■ 77mm (3")   51mm (2") ■ ■ ■

SM600A-332-00FP ■ ■ 77mm (3")   51mm (2") ■ ■ ■

SM600A-332-00S ■ ■ 77mm (3")   51mm (2") ■ ■ ■

SM600A-332-10 ■ ■ 77mm (3")   51mm (2") ■ ■ ■

SM600A-332-10FP ■ ■ 77mm (3")   51mm (2") ■ ■ ■

SM600A-332-10S ■ ■ 77mm (3")   51mm (2") ■ ■ ■

SM600A-401-00 ■ ■ 102mm (4")   1.6mm (1/16") ■ ■ ■

SM600A-401-00FP ■ ■ 102mm (4")   1.6mm (1/16") ■ ■ ■

SM600A-401-00S ■ ■ 102mm (4")   1.6mm (1/16") ■ ■ ■

SM600A-401-10 ■ ■ 102mm (4")   1.6mm (1/16") ■ ■ ■

SM600A-401-10FP ■ ■ 102mm (4")   1.6mm (1/16") ■ ■ ■

SM600A-401-10S ■ ■ 102mm (4")   1.6mm (1/16") ■ ■ ■

SM600A-408-00 ■ ■ 102mm (4")   13mm (1/2") ■ ■ ■

SM600A-408-00FP ■ ■ 102mm (4")   13mm (1/2") ■ ■ ■

SM600A-408-00S ■ ■ 102mm (4")   13mm (1/2") ■ ■ ■

Near Limit Far Limit

Fixed Sensing
Window

Range

S e l e c t i o n C h a r t
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SM600 Series (cont.)
Proximity

SM600A-408-10 ■ ■ 102mm (4") 13mm (1/2") ■ ■ ■

SM600A-408-10FP ■ ■ 102mm (4") 13mm (1/2") ■ ■ ■

SM600A-408-10S ■ ■ 102mm (4") 13mm (1/2") ■ ■ ■

SM600A-412-00 ■ ■ 102mm (4") 19mm (3/4") ■ ■ ■

SM600A-412-00FP ■ ■ 102mm (4") 19mm (3/4") ■ ■ ■

SM600A-412-00S ■ ■ 102mm (4") 19mm (3/4") ■ ■ ■

SM600A-412-10 ■ ■ 102mm (4") 19mm (3/4") ■ ■ ■

SM600A-412-10FP ■ ■ 102mm (4") 19mm (3/4") ■ ■ ■

SM600A-412-10S ■ ■ 102mm (4") 19mm (3/4") ■ ■ ■

SM600A-416-00 ■ ■ 102mm (4") 25mm (1") ■ ■ ■

SM600A-416-00FP ■ ■ 102mm (4") 25mm (1") ■ ■ ■

SM600A-416-00S ■ ■ 102mm (4") 25mm (1") ■ ■ ■

SM600A-416-10 ■ ■ 102mm (4") 25mm (1") ■ ■ ■

SM600A-416-10FP ■ ■ 102mm (4") 25mm (1") ■ ■ ■

SM600A-416-10S ■ ■ 102mm (4") 25mm (1") ■ ■ ■

SM600A-432-00 ■ ■ 102mm (4") 51mm (2") ■ ■ ■

SM600A-432-00FP ■ ■ 102mm (4") 51mm (2") ■ ■ ■

SM600A-432-00S ■ ■ 102mm (4") 51mm (2") ■ ■

SM600A-432-10 ■ ■ 102mm (4") 51mm (2") ■ ■ ■

SM600A-432-10FP ■ ■ 102mm (4") 51mm (2") ■ ■ ■

SM600A-432-10S ■ ■ 102mm (4") 51mm (2") ■ ■ ■

SM600A-448-00• ■ ■ 102mm (4") 77mm (3") ■ ■ ■

SM600A-448-00FP• ■ ■ 102mm (4") 77mm (3") ■ ■ ■

SM600A-448-00S• ■ ■ 102mm (4") 77mm (3") ■ ■ ■

SM600A-448-10 ■ ■ 102mm (4") 77mm (3") ■ ■ ■

SM600A-448-10FP ■ ■ 102mm (4") 77mm (3") ■ ■ ■

SM600A-448-10S ■ ■ 102mm (4") 77mm (3") ■ ■ ■

SM600A-501-00 ■ ■ 127mm (5") 1.6mm (1/16") ■ ■ ■

SM600A-501-00FP ■ ■ 127mm (5") 1.6mm (1/16") ■ ■ ■

SM600A-501-00S ■ ■ 127mm (5") 1.6mm (1/16") ■ ■ ■

SM600A-501-10 ■ ■ 127mm (5") 1.6mm (1/16") ■ ■ ■

SM600A-501-10FP ■ ■ 127mm (5") 1.6mm (1/16") ■ ■ ■

SM600A-501-10S ■ ■ 127mm (5") 1.6mm (1/16") ■ ■ ■

SM600A-508-00 ■ ■ 127mm (5") 13mm (1/2") ■ ■ ■

SM600A-508-00FP ■ ■ 127mm (5") 13mm (1/2") ■ ■ ■

SM600A-508-00S ■ ■ 127mm (5") 13mm (1/2") ■ ■ ■

SM600A-508-10 ■ ■ 127mm (5") 13mm (1/2") ■ ■ ■

SM600A-508-10FP ■ ■ 127mm (5") 13mm (1/2") ■ ■ ■

SM600A-508-10S ■ ■ 127mm (5") 13mm (1/2") ■ ■ ■

SM600A-512-00 ■ ■ 127mm (5") 19mm (3/4") ■ ■ ■

SM600A-512-00FP ■ ■ 127mm (5") 19mm (3/4") ■ ■ ■

SM600A-512-00S ■ ■ 127mm (5") 19mm (3/4") ■ ■ ■

SM600A-512-10 ■ ■ 127mm (5") 19mm (3/4") ■ ■ ■

SM600A-512-10FP ■ ■ 127mm (5") 19mm (3/4") ■ ■ ■

SM600A-512-10S ■ ■ 127mm (5") 19mm (3/4") ■ ■ ■

SM600A-516-00 ■ ■ 127mm (5") 25mm (1") ■ ■ ■

SM600A-516-00FP ■ ■ 127mm (5") 25mm (1") ■ ■ ■

SM600A-516-00S ■ ■ 127mm (5") 25mm (1") ■ ■ ■

SM600A-516-10 ■ ■ 127mm (5") 25mm (1") ■ ■ ■

SM600A-516-10FP ■ ■ 127mm (5") 25mm (1") ■ ■ ■

SM600A-516-10S ■ ■ 127mm (5") 25mm (1") ■ ■ ■

SM600A-532-00 ■ ■ 127mm (5") 51mm (2") ■ ■ ■

SM600A-532-00FP ■ ■ 127mm (5") 51mm (2") ■ ■ ■

SM600A-532-00S ■ ■ 127mm (5") 51mm (2") ■ ■ ■

SM600A-532-10 ■ ■ 127mm (5") 51mm (2") ■ ■ ■

SM600A-532-10FP ■ ■ 127mm (5") 51mm (2") ■ ■ ■

SM600A-532-10S ■ ■ 127mm (5") 51mm (2") ■ ■ ■

SM600A-548-00 ■ ■ 127mm (5") 77mm (3") ■ ■ ■

SM600A-548-00FP ■ ■ 127mm (5") 77mm (3") ■ ■ ■

SM600A-548-00S ■ ■ 127mm (5") 77mm (3") ■ ■ ■

SM600A-548-10 ■ ■ 127mm (5") 77mm (3") ■ ■ ■

SM600A-548-10FP ■ ■ 127mm (5") 77mm (3") ■ ■ ■

SM600A-548-10S ■ ■ 127mm (5") 77mm (3") ■ ■ ■
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Range Window

Sensing

Model No.

SM600A-601-00 ■   ■ 152mm (6") 1.6mm (1/16") ■     ■     ■

SM600A-601-00FP ■   ■ 152mm (6") 1.6mm (1/16") ■ ■     ■

SM600A-601-00S ■   ■ 152mm (6") 1.6mm (1/16") ■ ■     ■

SM600A-601-10 ■   ■ 152mm (6") 1.6mm (1/16") ■     ■   ■

SM600A-601-10FP ■   ■ 152mm (6") 1.6mm (1/16") ■ ■   ■

SM600A-601-10S ■   ■ 152mm (6") 1.6mm (1/16") ■ ■   ■

SM600A-608-00 ■   ■ 152mm (6") 13mm (1/2") ■     ■     ■

SM600A-608-00FP ■   ■ 152mm (6") 13mm (1/2") ■ ■     ■

SM600A-608-00S ■   ■ 152mm (6") 13mm (1/2") ■ ■     ■

SM600A-608-10 ■   ■ 152mm (6") 13mm (1/2") ■     ■   ■

SM600A-608-10FP ■   ■ 152mm (6") 13mm (1/2") ■ ■   ■

SM600A-608-10S ■   ■ 152mm (6") 13mm (1/2") ■ ■   ■

SM600A-612-00 ■   ■ 152mm (6") 19mm (3/4") ■     ■     ■

SM600A-612-00FP ■   ■ 152mm (6") 19mm (3/4") ■ ■     ■

SM600A-612-00S ■   ■ 152mm (6") 19mm (3/4") ■ ■     ■

SM600A-612-10 ■   ■ 152mm (6") 19mm (3/4") ■     ■   ■

SM600A-612-10FP ■   ■ 152mm (6") 19mm (3/4") ■ ■   ■

SM600A-612-10S ■   ■ 152mm (6") 19mm (3/4") ■ ■   ■

SM600A-616-00 ■   ■ 152mm (6") 25mm (1") ■     ■     ■

SM600A-616-00FP ■   ■ 152mm (6") 25mm (1") ■ ■     ■

SM600A-616-00S ■   ■ 152mm (6") 25mm (1") ■ ■     ■

SM600A-616-10 ■   ■ 152mm (6") 25mm (1") ■     ■   ■

SM600A-616-10FP ■   ■ 152mm (6") 25mm (1") ■ ■   ■

SM600A-616-10S ■   ■ 152mm (6") 25mm (1") ■ ■   ■

SM600A-632-00 ■   ■ 152mm (6") 51mm (2") ■     ■     ■

SM600A-632-00FP ■   ■ 152mm (6") 51mm (2") ■ ■     ■

SM600A-632-00S ■  ■ 152mm (6") 51mm (2") ■ ■     ■

SM600A-632-10 ■   ■ 152mm (6") 51mm (2") ■     ■   ■

SM600A-632-10FP ■   ■ 152mm (6") 51mm (2") ■ ■   ■

SM600A-632-10S ■   ■ 152mm (6") 51mm (2") ■ ■   ■

SM600A-648-00 ■   ■ 152mm (6") 77mm (3") ■     ■     ■

SM600A-648-00FP ■   ■ 152mm (6") 77mm (3") ■ ■     ■

SM600A-648-00S ■   ■ 152mm (6") 77mm (3") ■ ■     ■

SM600A-648-10 ■   ■ 152mm (6") 77mm (3") ■    ■   ■

SM600A-648-10FP ■   ■ 152mm (6") 77mm (3") ■ ■   ■

SM600A-648-10S ■   ■ 152mm (6") 77mm (3") ■ ■   ■

SM600A-680-00 ■   ■ 152mm (6") 127mm (5") ■    ■     ■

SM600A-680-00FP ■   ■ 152mm (6") 127mm (5") ■ ■     ■

SM600A-680-00S ■   ■ 152mm (6") 127mm (5") ■ ■     ■

SM600A-680-10• ■   ■ 152mm (6") 127mm (5") ■    ■   ■

SM600A-680-10FP• ■   ■ 152mm (6") 127mm (5") ■ ■   ■

SM600A-680-10S• ■   ■ 152mm (6") 127mm (5") ■ ■   ■

SM600A-701-00 ■   ■ 178mm (7") 1.6mm (1/16") ■     ■     ■

SM600A-701-00FP ■   ■ 178mm (7") 1.6mm (1/16") ■ ■     ■

SM600A-701-00S ■   ■ 178mm (7") 1.6mm (1/16") ■ ■     ■

SM600A-701-10 ■   ■ 178mm (7") 1.6mm (1/16") ■     ■   ■

SM600A-701-10FP ■   ■ 178mm (7") 1.6mm (1/16") ■ ■   ■

SM600A-701-10S ■   ■ 178mm (7") 1.6mm (1/16") ■ ■   ■

SM600A-708-00 ■   ■ 178mm (7") 13mm (1/2") ■     ■     ■

SM600A-708-00FP ■   ■ 178mm (7") 13mm (1/2") ■ ■     ■

SM600A-708-00S ■   ■ 178mm (7") 13mm (1/2") ■ ■     ■

SM600A-708-10 ■   ■ 178mm (7") 13mm (1/2") ■     ■   ■

SM600A-708-10FP ■   ■ 178mm (7") 13mm (1/2") ■ ■   ■

SM600A-708-10S ■   ■ 178mm (7") 13mm (1/2") ■ ■   ■

SM600A-712-00 ■   ■ 178mm (7") 19mm (3/4") ■     ■     ■

SM600A-712-00FP ■   ■ 178mm (7") 19mm (3/4") ■ ■     ■

SM600A-712-00S ■   ■ 178mm (7") 19mm (3/4") ■ ■     ■

SM600A-712-10 ■   ■ 178mm (7") 19mm (3/4") ■     ■   ■

SM600A-712-10FP ■   ■ 178mm (7") 19mm (3/4") ■ ■   ■

SM600A-712-10S ■   ■ 178mm (7") 19mm (3/4") ■ ■   ■

SM600A-716-00 ■   ■ 178mm (7") 25mm (1") ■     ■     ■

SM600A-716-00FP ■   ■ 178mm (7") 25mm (1") ■ ■     ■

SM600A-716-00S ■   ■ 178mm (7") 25mm (1") ■ ■     ■

Near Limit Far Limit

Fixed Sensing
Window
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Range                                    Window

Sensing

SM600A-716-10 ■ ■ 178mm (7") 25mm (1") ■   ■ ■

SM600A-716-10FP ■ ■ 178mm (7") 25mm (1") ■ ■ ■

SM600A-716-10S ■ ■ 178mm (7") 25mm (1") ■ ■ ■

SM600A-732-00 ■ ■ 178mm (7") 51mm (2") ■   ■   ■

SM600A-732-00FP ■ ■ 178mm (7") 51mm (2") ■ ■   ■

SM600A-732-00S ■ ■ 178mm (7") 51mm (2") ■ ■   ■

SM600A-732-10 ■ ■ 178mm (7") 51mm (2") ■   ■ ■

SM600A-732-10FP ■ ■ 178mm (7") 51mm (2") ■ ■ ■

SM600A-732-10S ■ ■ 178mm (7") 51mm (2") ■ ■ ■

SM600A-748-00 ■ ■ 178mm (7") 77mm (3") ■   ■   ■

SM600A-748-00FP ■ ■ 178mm (7") 77mm (3") ■ ■   ■

SM600A-748-00S ■ ■ 178mm (7") 77mm (3") ■ ■   ■

SM600A-748-10 ■ ■ 178mm (7") 77mm (3") ■   ■ ■

SM600A-748-10FP ■ ■ 178mm (7") 77mm (3") ■ ■ ■

SM600A-748-10S ■ ■ 178mm (7") 77mm (3") ■ ■ ■

SM600A-780-00 ■ ■ 178mm (7") 127mm (5") ■   ■   ■

SM600A-780-00FP ■ ■ 178mm (7") 127mm (5") ■ ■   ■

SM600A-780-00S ■ ■ 178mm (7") 127mm (5") ■ ■   ■

SM600A-780-10 ■ ■ 178mm (7") 127mm (5") ■   ■ ■

SM600A-780-10FP ■ ■ 178mm (7") 127mm (5") ■ ■ ■

SM600A-780-10S ■ ■ 178mm (7") 127mm (5") ■ ■ ■

SM650A-201-00 ■ ■ 51mm (2") 1.6mm (1/16") ■   ■   ■

SM650A-201-00FP ■ ■ 51mm (2") 1.6mm (1/16") ■ ■   ■

SM650A-201-00S ■ ■ 51mm (2") 1.6mm (1/16") ■ ■   ■

SM650A-201-10 ■ ■ 51mm (2") 1.6mm (1/16") ■   ■ ■

SM650A-201-10FP ■ ■ 51mm (2") 1.6mm (1/16") ■ ■ ■

SM650A-201-10S ■ ■ 51mm (2") 1.6mm (1/16") ■ ■ ■

SM650A-208-00 ■ ■ 51mm (2") 13mm (1/2") ■   ■   ■

SM650A-208-00FP ■ ■ 51mm (2") 13mm (1/2") ■ ■   ■

SM650A-208-00S ■ ■ 51mm (2") 13mm (1/2") ■ ■   ■

SM650A-208-10 ■ ■ 51mm (2") 13mm (1/2") ■   ■ ■

SM650A-208-10FP ■ ■ 51mm (2") 13mm (1/2") ■ ■ ■

SM650A-208-10S ■ ■ 51mm (2") 13mm (1/2") ■ ■ ■

SM650A-212-00 ■ ■ 51mm (2") 19mm (3/4") ■   ■   ■

SM650A-212-00FP ■ ■ 51mm (2") 19mm (3/4") ■ ■   ■

SM650A-212-00S ■ ■ 51mm (2") 19mm (3/4") ■ ■   ■

SM650A-212-10 ■ ■ 51mm (2") 19mm (3/4") ■   ■ ■

SM650A-212-10FP ■ ■ 51mm (2") 19mm (3/4") ■ ■ ■

SM650A-212-10S ■ ■ 51mm (2") 19mm (3/4") ■ ■ ■

SM650A-216-00• ■ ■ 51mm (2") 25mm (1") ■   ■   ■

SM650A-216-00FP• ■ ■ 51mm (2") 25mm (1") ■ ■   ■

SM650A-216-00S• ■ ■ 51mm (2") 25mm (1") ■ ■   ■

SM650A-216-10 ■ ■ 51mm (2") 25mm (1") ■   ■ ■

SM650A-216-10FP ■ ■ 51mm (2") 25mm (1") ■ ■ ■

SM650A-216-10S ■ ■ 51mm (2") 25mm (1") ■ ■ ■

SM650A-301-00 ■ ■ 77mm (3") 1.6mm (1/16") ■   ■   ■

SM650A-301-00FP ■ ■ 77mm (3") 1.6mm (1/16") ■ ■   ■

SM650A-301-00S ■ ■ 77mm (3") 1.6mm (1/16") ■ ■   ■

SM650A-301-10 ■ ■ 77mm (3") 1.6mm (1/16") ■   ■ ■

SM650A-301-10FP ■ ■ 77mm (3") 1.6mm (1/16") ■ ■ ■

SM650A-301-10S ■ ■ 77mm (3") 1.6mm (1/16") ■ ■ ■

SM650A-308-00 ■ ■ 77mm (3") 13mm (1/2") ■   ■   ■

SM650A-308-00FP ■ ■ 77mm (3") 13mm (1/2") ■ ■   ■

SM650A-308-00S ■ ■ 77mm (3") 13mm (1/2") ■ ■   ■

SM650A-308-10 ■ ■ 77mm (3") 13mm (1/2") ■   ■ ■

SM650A-308-10FP ■ ■ 77mm (3") 13mm (1/2") ■ ■ ■

SM650A-308-10S ■ ■ 77mm (3") 13mm (1/2") ■ ■ ■

SM650A-312-00 ■ ■ 77mm (3") 19mm (3/4") ■   ■   ■

SM650A-312-00FP ■ ■ 77mm (3") 19mm (3/4") ■ ■   ■

SM650A-312-00S ■ ■ 77mm (3") 19mm (3/4") ■ ■   ■

SM650A-312-10 ■ ■ 77mm (3") 19mm (3/4") ■   ■ ■

SM650A-312-10FP ■ ■ 77mm (3") 19mm (3/4") ■ ■ ■

SM650A-312-10S ■ ■ 77mm (3") 19mm (3/4") ■ ■ ■

Near Limit Far Limit

Fixed Sensing
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SM600 Series (cont.)
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Range                                    Window

Sensing

SM650A-316-00 ■ ■ 77mm (3") 25mm (1") ■   ■ ■

SM650A-316-00FP ■ ■ 77mm (3") 25mm (1") ■ ■ ■

SM650A-316-00S ■ ■ 77mm (3") 25mm (1") ■ ■ ■

SM650A-316-10 ■ ■ 77mm (3") 25mm (1") ■   ■   ■

SM650A-316-10FP ■ ■ 77mm (3") 25mm (1") ■ ■   ■

SM650A-316-10S ■ ■ 77mm (3") 25mm (1") ■ ■   ■

SM650A-332-00 ■ ■ 77mm (3") 51mm (2") ■   ■ ■

SM650A-332-00FP ■ ■ 77mm (3") 51mm (2") ■ ■ ■

SM650A-332-00S ■ ■ 77mm (3") 51mm (2") ■ ■ ■

SM650A-332-10 ■ ■ 77mm (3") 51mm (2") ■   ■   ■

SM650A-332-10FP ■ ■ 77mm (3") 51mm (2") ■ ■   ■

SM650A-332-10S ■ ■ 77mm (3") 51mm (2") ■ ■

SM650A-401-00 ■ ■ 102mm (4") 1.6mm (1/16") ■   ■ ■

SM650A-401-00FP ■ ■ 102mm (4") 1.6mm (1/16") ■ ■ ■

SM650A-401-00S ■ ■ 102mm (4") 1.6mm (1/16") ■ ■ ■

SM650A-401-10 ■ ■ 102mm (4") 1.6mm (1/16") ■   ■   ■

SM650A-401-10FP ■ ■ 102mm (4") 1.6mm (1/16") ■ ■   ■

SM650A-401-10S ■ ■ 102mm (4") 1.6mm (1/16") ■ ■   ■

SM650A-408-00 ■ ■ 102mm (4") 13mm (1/2") ■   ■ ■

SM650A-408-00FP ■ ■ 102mm (4") 13mm (1/2") ■ ■ ■

SM650A-408-00S ■ ■ 102mm (4") 13mm (1/2") ■ ■ ■

SM650A-408-10 ■ ■ 102mm (4") 13mm (1/2") ■   ■   ■

SM650A-408-10FP ■ ■ 102mm (4") 13mm (1/2") ■ ■   ■

SM650A-408-10S ■ ■ 102mm (4") 13mm (1/2") ■ ■   ■

SM650A-412-00 ■ ■ 102mm (4") 19mm (3/4") ■   ■ ■

SM650A-412-00FP ■ ■ 102mm (4") 19mm (3/4") ■ ■ ■

SM650A-412-00S ■ ■ 102mm (4") 19mm (3/4") ■ ■ ■

SM650A-412-10 ■ ■ 102mm (4") 19mm (3/4") ■   ■   ■

SM650A-412-10FP ■ ■ 102mm (4") 19mm (3/4") ■ ■   ■

SM650A-412-10S ■ ■ 102mm (4") 19mm (3/4") ■ ■   ■

SM650A-416-00 ■ ■ 102mm (4") 25mm (1") ■   ■ ■

SM650A-416-00FP ■ ■ 102mm (4") 25mm (1") ■ ■ ■

SM650A-416-00S ■ ■ 102mm (4") 25mm (1") ■ ■ ■

SM650A-416-10 ■ ■ 102mm (4") 25mm (1") ■   ■   ■

SM650A-416-10FP ■ ■ 102mm (4") 25mm (1") ■ ■   ■

SM650A-416-10S ■ ■ 102mm (4") 25mm (1") ■ ■   ■

SM650A-432-00 ■ ■ 102mm (4") 51mm (2") ■   ■ ■

SM650A-432-00FP ■ ■ 102mm (4") 51mm (2") ■ ■ ■

SM650A-432-00S ■ ■ 102mm (4") 51mm (2") ■ ■ ■

SM650A-432-10 ■ ■ 102mm (4") 51mm (2") ■   ■   ■

SM650A-432-10FP ■ ■ 102mm (4") 51mm (2") ■ ■   ■

SM650A-432-10S ■ ■ 102mm (4") 51mm (2") ■ ■   ■

SM650A-448-00• ■ ■ 102mm (4") 77mm (3") ■   ■ ■

SM650A-448-00FP• ■ ■ 102mm (4") 77mm (3") ■ ■ ■

SM650A-448-00S• ■ ■ 102mm (4") 77mm (3") ■ ■ ■

SM650A-448-10 ■ ■ 102mm (4") 77mm (3") ■   ■   ■

SM650A-448-10FP ■ ■ 102mm (4") 77mm (3") ■ ■   ■

SM650A-448-10S ■ ■ 102mm (4") 77mm (3") ■ ■   ■

SM650A-501-00 ■ ■ 127mm (5") 1.6mm (1/16") ■   ■ ■

SM650A-501-00FP ■ ■ 127mm (5") 1.6mm (1/16") ■ ■ ■

SM650A-501-00S ■ ■ 127mm (5") 1.6mm (1/16") ■ ■ ■

SM650A-501-10 ■ ■ 127mm (5") 1.6mm (1/16") ■   ■ ■

SM650A-501-10FP ■ ■ 127mm (5") 1.6mm (1/16") ■ ■   ■

SM650A-501-10S ■ ■ 127mm (5") 1.6mm (1/16") ■ ■   ■

SM650A-508-00 ■ ■ 127mm (5") 13mm (1/2") ■   ■ ■

SM650A-508-00FP ■ ■ 127mm (5") 13mm (1/2") ■ ■ ■

SM650A-508-00S ■ ■ 127mm (5") 13mm (1/2") ■ ■ ■

SM650A-508-10 ■ ■ 127mm (5") 13mm (1/2") ■   ■   ■

SM650A-508-10FP ■ ■ 127mm (5") 13mm (1/2") ■ ■   ■

SM650A-508-10S ■ ■ 127mm (5") 13mm (1/2") ■ ■   ■

SM650A-512-00 ■ ■ 127mm (5") 19mm (3/4") ■   ■ ■

SM650A-512-00FP ■ ■ 127mm (5") 19mm (3/4") ■ ■ ■

SM650A-512-00S ■ ■ 127mm (5") 19mm (3/4") ■ ■ ■

Near Limit Far Limit

Fixed Sensing
Window

Range

SM600 Series (cont.)
Proximity
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SM650A-512-10 ■ ■ 127mm (5") 19mm (3/4") ■   ■ ■

SM650A-512-10FP ■ ■ 127mm (5") 19mm (3/4") ■                      ■                     ■

SM650A-512-10S ■ ■ 127mm (5") 19mm (3/4") ■ ■ ■

SM650A-516-00 ■ ■ 127mm (5") 25mm (1") ■   ■ ■

SM650A-516-00FP ■ ■ 127mm (5") 25mm (1") ■                      ■ ■

SM650A-516-00S ■ ■ 127mm (5") 25mm (1") ■ ■ ■

SM650A-516-10 ■ ■ 127mm (5") 25mm (1") ■   ■ ■

SM650A-516-10FP ■ ■ 127mm (5") 25mm (1") ■                      ■ ■

SM650A-516-10S ■ ■ 127mm (5") 25mm (1") ■ ■ ■

SM650A-532-00 ■ ■ 127mm (5") 51mm (2") ■   ■ ■

SM650A-532-00FP ■ ■ 127mm (5") 51mm (2") ■                      ■ ■

SM650A-532-00S ■ ■ 127mm (5") 51mm (2") ■ ■ ■

SM650A-532-10 ■ ■ 127mm (5") 51mm (2") ■   ■ ■

SM650A-532-10FP ■ ■ 127mm (5") 51mm (2") ■                     ■ ■

SM650A-532-10S ■ ■ 127mm (5") 51mm (2") ■ ■ ■

SM650A-548-00 ■ ■ 127mm (5") 77mm (3") ■   ■ ■

SM650A-548-00FP ■ ■ 127mm (5") 77mm (3") ■                      ■ ■

SM650A-548-00S ■ ■ 127mm (5") 77mm (3") ■ ■ ■

SM650A-548-10 ■ ■ 127mm (5") 77mm (3") ■   ■ ■

SM650A-548-10FP ■ ■ 127mm (5") 77mm (3") ■                     ■ ■

SM650A-548-10S ■ ■ 127mm (5") 77mm (3") ■ ■ ■

SM650A-601-00 ■ ■ 152mm (6") 1.6mm (1/16") ■   ■ ■

SM650A-601-00FP ■ ■ 152mm (6") 1.6mm (1/16") ■                      ■ ■

SM650A-601-00S ■ ■ 152mm (6") 1.6mm (1/16") ■ ■ ■

SM650A-601-10 ■ ■ 152mm (6") 1.6mm (1/16") ■   ■ ■

SM650A-601-10FP ■ ■ 152mm (6") 1.6mm (1/16") ■                      ■ ■

SM650A-601-10S ■ ■ 152mm (6") 1.6mm (1/16") ■ ■ ■

SM650A-608-00 ■ ■ 152mm (6") 13mm (1/2") ■   ■ ■

SM650A-608-00FP ■ ■ 152mm (6") 13mm (1/2") ■                       ■ ■

SM650A-608-00S ■ ■ 152mm (6") 13mm (1/2") ■ ■ ■

SM650A-608-10 ■ ■ 152mm (6") 13mm (1/2") ■   ■ ■

SM650A-608-10FP ■ ■ 152mm (6") 13mm (1/2") ■                     ■ ■

SM650A-608-10S ■ ■ 152mm (6") 13mm (1/2") ■ ■ ■

SM650A-612-00 ■ ■ 152mm (6") 19mm (3/4") ■   ■ ■

SM650A-612-00FP ■ ■ 152mm (6") 19mm (3/4") ■                      ■ ■

SM650A-612-00S ■ ■ 152mm (6") 19mm (3/4") ■ ■ ■

SM650A-612-10 ■ ■ 152mm (6") 19mm (3/4") ■   ■ ■

SM650A-612-10FP ■ ■ 152mm (6") 19mm (3/4") ■                      ■ ■

SM650A-612-10S ■ ■ 152mm (6") 19mm (3/4") ■ ■ ■

SM650A-616-00 ■ ■ 152mm (6") 25mm (1") ■   ■ ■

SM650A-616-00FP ■ ■ 152mm (6") 25mm (1") ■                      ■ ■

SM650A-616-00S ■ ■ 152mm (6") 25mm (1") ■ ■ ■

SM650A-616-10 ■ ■ 152mm (6") 25mm (1") ■   ■ ■

SM650A-616-10FP ■ ■ 152mm (6") 25mm (1") ■                      ■ ■

SM650A-616-10S ■ ■ 152mm (6") 25mm (1") ■ ■ ■

SM650A-632-00 ■ ■ 152mm (6") 51mm (2") ■   ■ ■

SM650A-632-00FP ■ ■ 152mm (6") 51mm (2") ■                       ■ ■

SM650A-632-00S ■ ■ 152mm (6") 51mm (2") ■ ■ ■

SM650A-632-10 ■ ■ 152mm (6") 51mm (2") ■   ■ ■

SM650A-632-10FP ■ ■ 152mm (6") 51mm (2") ■                      ■ ■

SM650A-632-10S ■ ■ 152mm (6") 51mm (2") ■ ■ ■

SM650A-648-00 ■ ■ 152mm (6") 77mm (3") ■   ■ ■

SM650A-648-00FP ■ ■ 152mm (6") 77mm (3") ■                      ■ ■

SM650A-648-00S ■ ■ 152mm (6") 77mm (3") ■ ■ ■

SM650A-648-10 ■ ■ 152mm (6") 77mm (3") ■   ■ ■

SM650A-648-10FP ■ ■ 152mm (6") 77mm (3") ■                      ■ ■

SM650A-648-10S ■ ■ 152mm (6") 77mm (3") ■ ■ ■

SM650A-680-00• ■ ■ 152mm (6") 127mm (5") ■   ■ ■

SM650A-680-00FP• ■ ■ 152mm (6") 127mm (5") ■                      ■ ■

SM650A-680-00S• ■ ■ 152mm (6") 127mm (5") ■ ■ ■

SM650A-680-10 ■ ■ 152mm (6") 127mm (5") ■   ■ ■

SM650A-680-10FP ■ ■ 152mm (6") 127mm (5") ■                       ■ ■

SM650A-680-10S ■ ■ 152mm (6") 127mm (5") ■ ■ ■
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Range                                    Window
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SM600 Series (cont.)
Proximity
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Near Limit Far Limit

Fixed Sensing
Window

Range

4-82

SM650A-701-00 ■ ■ 178mm (7") 1.6mm (1/16") ■ ■ ■

SM650A-701-00FP ■ ■ 178mm (7") 1.6mm (1/16") ■ ■ ■

SM650A-701-00S ■ ■ 178mm (7") 1.6mm (1/16") ■ ■ ■

SM650A-701-10 ■ ■ 178mm (7") 1.6mm (1/16") ■ ■ ■

SM650A-701-10FP ■ ■ 178mm (7") 1.6mm (1/16") ■ ■ ■

SM650A-701-10S ■ ■ 178mm (7") 1.6mm (1/16") ■ ■ ■

SM650A-708-00 ■ ■ 178mm (7") 13mm (1/2") ■ ■ ■

SM650A-708-00FP ■ ■ 178mm (7") 13mm (1/2") ■ ■ ■

SM650A-708-00S ■ ■ 178mm (7") 13mm (1/2") ■ ■ ■

SM650A-708-10 ■ ■ 178mm (7") 13mm (1/2") ■ ■ ■

SM650A-708-10FP ■ ■ 178mm (7") 13mm (1/2") ■ ■ ■

SM650A-708-10S ■ ■ 178mm (7") 13mm (1/2") ■ ■ ■

SM650A-712-00 ■ ■ 178mm (7") 19mm (3/4") ■ ■ ■

SM650A-712-00FP ■ ■ 178mm (7") 19mm (3/4") ■ ■ ■

SM650A-712-00S ■ ■ 178mm (7") 19mm (3/4") ■ ■ ■

SM650A-712-10 ■ ■ 178mm (7") 19mm (3/4") ■ ■ ■

SM650A-712-10FP ■ ■ 178mm (7") 19mm (3/4") ■ ■ ■

SM650A-712-10S ■ ■ 178mm (7") 19mm (3/4") ■ ■ ■

SM650A-716-00 ■ ■ 178mm (7") 25mm (1") ■ ■ ■

SM650A-716-00FP ■ ■ 178mm (7") 25mm (1") ■ ■ ■

SM650A-716-00S ■ ■ 178mm (7") 25mm (1") ■ ■ ■

SM650A-716-10 ■ ■ 178mm (7") 25mm (1") ■ ■ ■

SM650A-716-10FP ■ ■ 178mm (7") 25mm (1") ■ ■ ■

SM650A-716-10S ■ ■ 178mm (7") 25mm (1") ■ ■ ■

SM650A-732-00 ■ ■ 178mm (7") 51mm (2") ■ ■ ■

SM650A-732-00FP ■ ■ 178mm (7") 51mm (2") ■ ■ ■

SM650A-732-00S ■ ■ 178mm (7") 51mm (2") ■ ■ ■

SM650A-732-10 ■ ■ 178mm (7") 51mm (2") ■ ■ ■

SM650A-732-10FP ■ ■ 178mm (7") 51mm (2") ■ ■ ■

SM650A-732-10S ■ ■ 178mm (7") 51mm (2") ■ ■ ■

SM650A-748-00 ■ ■ 178mm (7") 77mm (3") ■ ■ ■

SM650A-748-00FP ■ ■ 178mm (7") 77mm (3") ■ ■ ■

SM650A-748-00S ■ ■ 178mm (7") 77mm (3") ■ ■ ■

SM650A-748-10 ■ ■ 178mm (7") 77mm (3") ■ ■ ■

SM650A-748-10FP ■ ■ 178mm (7") 77mm (3") ■ ■ ■

SM650A-748-10S ■ ■ 178mm (7") 77mm (3") ■ ■ ■

SM650A-780-00 ■ ■ 178mm (7") 127mm (5") ■ ■ ■

SM650A-780-00FP ■ ■ 178mm (7") 127mm (5") ■ ■ ■

SM650A-780-00S ■ ■ 178mm (7") 127mm (5") ■ ■ ■

SM650A-780-10 ■ ■ 178mm (7") 127mm (5") ■ ■ ■

SM650A-780-10FP ■ ■ 178mm (7") 127mm (5") ■ ■ ■

SM650A-780-10S ■ ■ 178mm (7") 127mm (5") ■ ■ ■
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Range                                    Window
Sensing

Model No.

SM600 Series (cont.)
Proximity
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• = Most commonly stocked sensors
* = See definition in Sensing Terms.
All possible sensor configurations are not listed here.
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